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COUNTER WITH MEMORY
It is an UP counter with memory feature.
59 memories are possible.

<Example>
When count value should be remembered every 1 minute,
It is possible to memory count values for 1 hour.

THREE UP/ DOWN COUNTERTHREE UP/ DOWN COUNTER
It is a three independent Up/Down tally counters in one 
single unit.

<Example>
When operating in 3 groups, it is useful to analyze the result 
of each groups.

TWO COUNTER TALLY 
         SUM OR DIFFERENCE

It is a two tally counter which can compute its sum or difference.

<Example>
When the number of each male and female is counted, count of 
each and the total count are displayed. 

UP / DOWN COUNTER
It is a simple Up/Down counter which can temporarily 
display previous count values.

<Example> 
When re-counting, it is possible to compare
with current and previous count values  for confirmation.

New type 5 digital tally counters combined
99 Data memory function
The weight is about 1/3 of a traditional metal type (5 combined type)
Communication function to PC is very convenient for totaling and analyzing
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Accesories

Max. 99 records

AAA alkaline battery x 4 pcs.

7 segment LCD (Digit size : 5mm height)
4 digits counter (x5) / 6 digits total counter / Data number

Approx. 200 Hours

RS-232C PC Serial Interface

140(H) x 62(W) x 21(D) mm / 130g (Battery is included)

Instruction Manual, Battery (x4), Sticker (x5)

Counter: Display 4 digits 0~9999 / Internal 5 digits 0~99999 *1
Total Counter: 6 digits 0~999999

* 1: Only 4 digits of the counter can be viewed on the display of the unit. 
To view the 5 digits internal counter value, please use the communication feature
of the unit to recall the data.
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CLASSIFICATION STICKER
(5 sheets included)
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3V Battery CR2032

approx. 40g (batt. included)

Main Display: 7 Segment LCD 4.5 Digits(10mm(H))
Sub-Display : 7 Segment LCD 4 Digits(5mm (H))

Main Display : -9999 ~ 19999
Sub-Display  : -9999 ~ 9999

Accessories 500mm length  lanyard, Battery, Instruction Manual 

Easy to line up some Pocket countersEasy connecting to PC

Application
Traffic survey
Meeting attendance
Passenger check
Various counting survey
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Weight is lighter than traditional metal type
Large LCD display / Built in buzzer
4 selectable types to choose in a single unit
(by DIP switch setting)




